
Supplement for the Basic Operation manual

This is the additional explanation of the update functions on the operation manual.

Please read and fully understand this manual before using the device.

If you have any question, contact your local distributor.

MIMAKI ENGINEERING CO., LTD.

This manual correspond to the models as firmware version 5.40 or later.

When turning on the power, you can confirm the firmware version.

The way to confirmation of firmware version is refer to “Switching on the

power supply” (Operation manual: page 2.3).
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FUNCTION

SETUP < ENT >

FUNCTION

MAINTENANCE < ent >

MAINTENANCE

STATION < ent >

MAINTENANCE

SS2<>SSCHG < ent >

DISCHARGE

REMOVE CARTRIDGE

Set  a  cartridge

FILL UP

PLEASE WAIT

MAINTENANCE

SS2<>SSCHG < ent >

Switching the ink from SS to SS2 [SS2< >SSCHG]

Switching the ink from SS to SS2, or the other way around, make sure to perform procedure as follows.

• Changing the ink sets (4 colors/6 colors) is not available on this function.

Refer to “Ink Replacing Procedure”  for switching the ink sets.

(Operation manual : page5.27).

STEP

1. Press the [FUNCTION] key in the LOCAL mode.

2. Select the [MAINTENANCE] by pressing the [ ]

or [ ] key.

3. Press the [ENTER] key.

[STATION] is displayed.

4. Select the [SS2<>SSCHG] by pressing the [ ]

or [ ] key.

5. Press the [ENTER] key.

6. Remove the ink cartridges.

Ink will be discharged to waste ink tank.

7. When “Set a cartridge” appears on the LCD

screen, set the ink cartridges.

• When using the SS ink, set the SS2 ink cartridges.

• When using the SS2 ink, set the SS ink cartridges.

When charging operation completes, the menu returns to the

LOCAL mode.
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Using the small amount of remaining ink in the 440cc ink cartridge

For the 440cc ink cartrige, when [NEAR END] or [INK END] is displayed some ink may remain in

the ink cartridge.  At this time it is possible to use remaining ink by selecting the amount.

• This function only supports 440cc ink cartridge which detecting [NEAR END] or [INK

END].  220cc ink cartridge or  [NEAR END] undetecting ink cartridge are not supported.

• Even though this function is performed,  [NEAR END] is not cleared therefore can not

perform ink cleaning.

• Be careful that if additional amount of remaining ink exceed the actual remaining

amount, printing continues even ink ended. Furthermore air enter the ink tube which

cause abnormal printing.

A guide of ink amount to add

STEP

1. When the ink level becomes low, [NEAR END]

is displayed.

(When ink ends, [INK END] is displayed)

2. Remove the ink cartridge and confirm the

weight of remaining amount of ink.

*Refer to the above table

3. To use the remaining ink, reinsert the ink car-

tridge.

4. Press the [ENTER] key.

If press the [END] key, it cancel the operation and return to

the LOCAL mode.

< LOCAL >

NEAR END - K - - - - - -

< LOCAL >

CARTRIDGE - K - - - - - -

ADD  REMAIN ?

- K - - - - - -

ADD REMAIN

Yes : ent No : end

Displayed alternately

Ink cartridge weight Ink amount able to add

434g or below Do not add

435g - 444g + 10cc

445g - 454g + 20cc

Above 455g + 30cc

• To prevent missing some color or

vertical white line, weigh ink

cartridge correctly.

• This guide table is only a guide.

Be careful not to add too much ink.
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5. Select the amount of ink you want to use by

pressing the [ ] or [ ] keys.  (in 10cc incre-

ments).

* Maximum ink amount can be used for this function is 30cc.

6. Press the [ENTER] key.

If press the [END] key, it cancel the operation and return to

the LOCAL mode.

7. Press the [ENTER] key.

It returns to the LOCAL mode.

If multiple ink cartridges are small amount at a

time,  repeat this procedure.

Using further remaining ink in the ink cartridge

After conduct the above procedure and printing, some ink may still remain in the ink cartridge.

 At this time it is possible to use remaining ink by selecting the amount of ink again.

• Be careful that if additional amount of remaining ink exceed the actual remaining

amount, printing continues even ink ended. Furthermore air enter the ink tube which

cause abnormal printing.

• It is not able to select more than 30cc. If 30cc had been already added , can not add

anymore.

At here it is explained by taking an example of adding further 10cc after added 20cc and printed.

STEP

1. When the ink level becomes low, [NEAR END]

is displayed.

(When ink ends, [INK END] is displayed)

2. Remove the ink cartridge and confirm the

weight of remaining amount of ink.

*Refer to the above table

ADD REMAIN

+ 0 cc + 20 cc

ADD REMAIN

Execute : ent

< LOCAL >

NEAR END - K - - - - - -

< LOCAL >

NEAR END - K - - - - - -

< LOCAL >

CARTRIDGE - K - - - - - -

Current Value Total Value

Example of adding 20cc
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3. To use the remaining ink, reinsert the ink car-

tridge.

4. Press the [ENTER] key.

If press the [END] key, it cancel the operation and return to

the LOCAL mode.

5. Select the amount of ink you want to use by

pressing the [ ] or [ ] keys.  (in 10cc incre-

ments).

* The right display shows an example of adding further 10cc

to previous 20cc.  In order to add 10cc press the [ ] key one

time. The number in the left shows the current value, and the

number in the right shows the total value.

6. Press the [ENTER] key.

If press the [END] key, it cancel the operation and return to

the LOCAL mode.

7. Press the [ENTER] key.

It returns to the LOCAL mode.

ADD  REMAIN ?

- K - - - - - -

ADD REMAIN

Yes : ent No : end

Displayed alternately

ADD REMAIN

+ 20 cc + 30 cc

ADD REMAIN

Execute : ent

< LOCAL >

NEAR END - K - - - - - -

Current Value Total Value

Example of adding further 10cc
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MAINTENANCE

STATION < ent >

MAINTENANCE

SCAN WIDTH < ent >

SCAN WIDTH

RENEW : ON

SCAN WIDTH

RENEW : OFF

SCAN WIDTH

WIDTH : 400 mm

SCAN WIDTH

WIDTH : 500 mm

MAINTENANCE

SCAN WIDTH < ent >

< LOCAL >

Reduce printing time of narrow image [SCAN WIDTH]

This function allows you to reduce the printing time by set to OFF.
However nozzle out may occurs. Therefore it is recommended set to ON.
When it is set to ON, scan operation is performed 40cm/16in width (selectable) regardless of data or

media width. This function is valid when using SS2 ink.

STEP

1. Press the [FUNCTION] key in the LOCAL mode.

2. Select the [MAINTENANCE] by pressing the [ ]

or [ ] key.

3. Press the [ENTER] key.

[STATION] is displayed.

4. Select the [SCAN WIDTH] by pressing the [ ]

or [ ] key.

5. Press the [ENTER] key.

Current status is displayed.

(Initial setting is ON.)

6. Select the [ON/OFF] by pressing the [ ] or [ ]

key.

ON: Scan with input width. (Able to select the value. Go to step7)

OFF: Scan with LOGICAL SEEK setting (Go to step9)

LOGICAL SEEK ON: Data width (Image width)

LOGICAL SEEK OFF: Media width

• Setting is OFF, nozzle out may occur and image quality

decline.

7. Press the [ENTER] key.

8. Input the width of scan by pressing the [ ] or

[ ] key

If nozzle out is not recovered, change the input value to

larger number.

9. Press the [ENTER] key.

10. Press the [END] key twice.

It returns to the LOCAL mode.

FUNCTION

SETUP < ENT >

FUNCTION

MAINTENANCE < ent >
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Function Flowchart

* The following function has been added to the Function Flowchart (Operation manual :A.7)

Add remaining ink

ADD  REMAIN?

Yes : ent No : end

ENTER

Current value to + 30cc
(in 10cc increments)

ENTER ENTER

ADD  REMAIN

+ 0 cc 30 cc

ADD  REMAIN?

Execute : ent

<LOCAL>

CARTRIDGE K -------

<LOCAL>

NEAR END K -------
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* The following function had added to the Function Flowchart (Operation manual :A.10)

FUNCTION

MAINTENANCE < ent >

FUNCTION ,  ^  ,  v

FUNCTION ,  ^  ,  v

FUNCTION ,  ^  ,  v

FUNCTION ,  ^  ,  v

FUNCTION ,  ^  ,  v

FUNCTION ,  ^  ,  v

MAINTENANCE

STATION < ent >

MAINTENANCE

FILL UP INK < ent >

MAINTENANCE

WASH < ent >

DISCHARGE

REMOVE CARTRIDGE

ENTER

MAINTENANCE

LIST < ent >

MAINTENANCE

DATA  DUMP < ent >

FUNCTION ,  ^  ,  v

ADDITION
Being discharge.

PLEASE  WAIT

Set  a  cartridge

FILL UP

PLEASE WAIT

MAINTENANCE

SS2<>SSCHG < ent >

ENTER

FUNCTION ,  ^  ,  v

ADDITION
MAINTENANCE

SCAN WIDTH < ent >

ENTER

SCAN WIDTH

WIDTH : 400 mm

400 - 1600 mm

SCAN WIDTH

RENEW : ON
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